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Open circuit axial piston pumps   HPA4

Manually operated pumps HPA4 34-46-58-65

Before use, carefully read the GENERAL INSTRUCTIONS FOR USE OF OPEN 
CIRCUIT AXIAL PISTON PUMPS AND MOTORS. Open circuit axial piston pumpsHPA4M
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HPA4    Dimensions and technical data
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 HPA4 Theoretical 
displacement

Swash 
plate

Pressure Rotational speed Weight

continue intermittent peak MAX MIN

cm3 in3 ° bar psi bar psi bar psi min-1 min-1 kg lbs

34 34 2.08 14 280 4060 320 4640 350 5075 2800 500 23 50.7

46 46 2.81 19 280 4060 320 4640 350 5075 2800 500 23 50.7

58 58 3.54 17 250 3625 300 4350 320 4640 2650 500 24 52.9

65 65 3.97 18 250 3625 300 4350 320 4640 2500 500 24 52.9

Dimensions and technical data
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Flanges   HPA4
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HPA4    Shaft profile

1  SAE 15T 16/32 DP
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6  Cylindrical Ø22.22
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9  SAE 13T 16/32 DP

 M
8 

0,
85

7
22

 
0,748

19  

 
0,063

1,6  

 
1,614

41  

 
1,028
26,1  

Max. torque 310 Nm

Shaft profile



5398SOP016EN00 - 20-09-2022

Position of ports   HPA4

S  N  Side right rotation
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A,B - Use
L1, L2 - Drain port
S - Inlet

Hydraulic diagram
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HPA4    Position of ports

S  N  Side left rotation
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Position of ports   HPA4

R  T  Rear right rotation
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HPA4    Position of ports

R  T  Rear left rotation
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Ports   HPA4
Type G

  P
  

  M  

Type M P

Nm mm in

G6 Port ISO 1179-1 - G 3/4 90 20 0.79

Type U

  P
  

  N  

  Q
    M  

Type Dim. N P Q M

mm in mm in mm in Nm

U6 3/4' 42 1.65 20 0.79 0.3 0.01 Port ISO 11926-1-1 1/16-12 90

Type N

Q

N

 O
 

M

P

Type M N Q P O

mm in mm in mm in mm in Nm

N7 25 0.98 52.4 2.06 26.2 1.03 20 0.79 M10 38

N9 38 1.5 69.9 2.78 35.7 1.41 20 0.79 M12 70

Ports
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HPA4    Ports
Combinations

Type Inlet  
S

Outlet 
P

Drain port  
L1-L2

S N9 G6 G6

N N9 U6 U6

R N9 G6 G6

T N9 U6 U6
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Versions   HPA4

5 SAE A 

 
4,189
106,4  

 M
10

20
 

47
 N

m

 S
A

E
 9

T 
16

/3
2 

D
P

 

3,
25

 + +
0,

00
4

0,
00

2

82
,5

5 
+ +

0,
10

0,
05

 
0,276

7  

 
8,677
220,4  

 
0,394

10  

 
1,535

39  

12
0 

N
m

6  SAE B 

 M
14

20
 

 
5,748
146  

12
0 

N
m

 S
A

E
 1

3T
 1

6/
32

 D
P

 

 
9,465
240,4  

 
0,394

10  

4 
+ +

0,
00

4
0,

00
2

10
1,

6 
+ +

0,
10

0,
05

 
0,567
14,4  

 
1,63
41,4  

31
0 

N
m

Versions



12 398SOP016EN00 - 20-09-2022

HPA4    Instructions for ordering

HPA4
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1 2 3

 

Displacement 
034 046 058 065

4

 

Direction of rotation
 RightR  LeftL

5

 

Flanges
 SAE BB

6

 

Shaft profile
 SAE 15T 16/32 DP1  Cylindrical Ø22.226  SAE 13T 16/32 DP9

7

 

Type of ports
 Gas-Uses SAE sideS  Unf-Uses SAE sideN  Gas-Uses SAE rearR  Unf-Uses SAE rearT

8

 

Controls
 Direct ManualM

9

 

Versions
 No special fittings0 SAE A 5  SAE B 6

10

 

Accessories
 No option0  Internal drainageI  PaintP  Multiple accessoriesS

11 12 13

 

Special versions
...

Instructions for ordering


